KENWOOD

One Radio with Multi-Proto

NX-3220 / 3320 / 3420 Mxowv DVR B ©Bluetooth EF'f FleetSy,

MULTI-PROTOCOL DIGITAL & ANALOG 7
PORTABLE RADIOS

This versatile handheld radio supports both NXDN® and DMR digital
protocols as well as mixed digital & FM analog operation, enabling it to
serve with distinction in a wide range of enterprise and operation critical
applications. Compact yet designed with durability in mind, it's packed with
convenient features like Bluetooth® for hands-free operation and built-in GPS.
Three different models are available: Full Keypad model with LCD, Standard e
Keypad model with LCD and a large 4-way D-pad, and the Basic Model
without LCD or keypad. Additionally, for expansion capability a software

license certification system facilitates extensive customization.
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Features
Multi-protocol digital radio: Designed to operate under NXDN® or DMR digital,
and FM analog protocols 1 2ec
@ NXDN® Conventional and Type-C & Gen2 Trunking i) Lo J @

Trons | (Bruv
DMR Tier 2 Conventional & Site Roaming

DMR Auto Slot Select
DMR Tier 3 Trunking
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Mixed Digital & FM Analog Operation allows gradual migration at your own pace Full Keypag]etElBtahdglieiEasic Models 2-pin Connectar.
4-Line Basic Frame (2-Line Main/Sub-LCD, icon & key guide) / 14 Characters

5-Line Text Message Frame (3 Lines of Text, icon & key guide)

7-color Light Bar Indicator on the top panel. Individual color can be set for each channel

4-way Directional-pad (D-pad) for intuitive control and operation D|g|‘ta| - NXDN® Mode

Built-In GPS Receiver/Antenna for effective fleet and incident management NXDN Conventional Remote Monitor

Bui\tv—in Bluetooth® for hand§-free operation f(?r loT appHgations— Applicable Bluetooth NXDN Type-C & Gen2 Trunking All Group Call

profiles: HSP (Headset Profile) and .SPP (Serial Pgrt Prof.\\e) . 6.95 & 12.5 kHz Channels Over-the-Air Alias (OAA)
F:Q(;v)v:hea(i Etﬁszzobaliﬁuggp(]uahty achieved with Active Noise Reduction Advanced GPS Over-the-Air Programming (OTAP)
Optional DES and AES Encryption

Built-in Motion Sensor (Man-down, Stationary and Motion Detection) Dlgltal _ DM R Mode

IP54/55/67 and MIL-STD-810 C/D/E/F/G

1 Watt Audio Output Power Two-slot TDMA in 12,5 kHz channels Call Interruption

UHF: 120 MHz capability DMR Tier 2 Conventional / Site Roaming Dual-slot Direct Mode

Available models: Full Keypad (w/ LCD and full keypad), Standard Keypad DMR Auto Slot Select ARC4 Encryption

(w/ LCD and 4-way large D-pad/4 key), and Basic (w/o LCD and keypad) S-Trunking (Ver. UP) DMR Tier 3 Trunking  Energy Efficient

260 CH/128 Zones (64 CH/4 Zones for Basic model)

Maximum of 1,000 CH/Radio with option

Intrinsically Safe Option Analog - FM Mode

Paging Call Conventional & LTR Trunking MDC-1200: PTT ID ANI / Caller ID
Emergency Call FleetSync/Il: PTT ID ANI / Caller ID Display, Display, Emergency, Radio Check /Inhibit
Status/Text Message Selective Group Call, Emergency Status QT / DQT, DTMF, 2-Tone

Remote Stun/Kill/Check Text Messages Built-in Voice Inversion Scrambler
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Accessories

KRA-24
800MHz Whip Antenna

KH/\ 36
OMHz Stubby Antenna
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Specifications

MIL-STD & IP
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Order Administration/Distribution www.kenwood.com/ca JoA-1205

P.O. BOX 22745, 2201 East Dominguez St, Long Beach, CA 90801-5745 1SO9001 Registered
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