NXR-710/810

NEXEDGE® VHF/UHF Digital & Analog Repeater

The Kenwood NXR-710/810 repeaters offer NEXEDGE conventional channel
flexibility and functionality beyond analog conventional systems. With
large unit ID and talk group ID capacity, operators can segment different
departmental/agency groups and sub-groups on shared channels. Digital
& Analog Mixed Mode operation is also offered allowing flexible phased
migration. NEXEDGE Conventional IP networks can link up to 16 or 48
digital conventional repeaters and voters into one system for wide area
coverage or coverage fill-in extensions making it perfect fit for wide range
of customer needs.

Features

KENWOOD

NEXEDGE

NXDN™

Digital - NXDN® Repeater

136 - 174 MHz, 50W

400 - 470, 450 - 520 MHz, 40W
50 / 40W @ 50% Duty

25 / 25W @ 100% Duty
Repeater Operation

Duplex / Simplex Base Operation
30 CH Scanning Base

Two-Digit LED Display

6 Lighted Programmable Function keys
Front Panel Speaker

4\W External Speaker Audio
Volume Control

Program via Serial or IP

Remote Terminal Interface
Programmable AUX I/O's

Power Supply Voltage Monitor
RF Power Down Detect

DTMF Front Panel PF key Control
DTMF AUX Output Control
DTMF AUX Input Monitoring

PC Serial Interface

Windows® PC programming
Flash Firmware Upgrading

NXDN® Conventional

NXDN® Conventional IP Network
*Requires KTI-3 Network Interface Unit

6.25 & 12.5 kHz Channels

16 RAN Repeater Control Built-in

1,000 GIDs Per Site

1,000 UIDs Per Site

Over-the-Air Alias (Repeat only)
Over-the-Air Programming (Repeat only)
Digital / Analog Mixed Mode

Group / Individual Call

Status, Short Data, Paging Call

Remote Stun, Kill, Monitor, Check & Control
Voting Option

FM Modes - General and Conventional

VHF: 25 & 12.5 kHz Channels
UHF: 25 & 12.5 kHz Channels
Built-in Scrambler

FM Trunked Mode

16 QT/DQT Repeater Control Built-in
Hang Timer / Time Out Timer / CW ID
External FM Controller Interface

External LTR® Controller Interface
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A 1 All accessories may not be available in all markets.
Ccesso rl eS Contact an authorized Kenwood dealer for details and complete list of all accessories.

KMC-65M KMC-9C KES-5A KTI-3M
MIL-SPEC Desktop / External Network
Microphone Microphone ” . Speaker Interface Unit
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